Elements of Call State


orig


term



Element
Endpoint
GK (routed)
GK (direct, not preGrant)
GK (direct, not preGrant)
GK 

(routed)
Endpoint

1. Calling Party Number (if E.164)
x
x


x
x

2. Called Party Number (if E.164)
x
x


x
x

3. ANI II digits (NorthAmerica, originating)
x






4. SrcInfo (AliasAddress)
x
x
x
x
x
x

5. DestinationInfo (AliasAddress)
x
x
x
x
x
x

6. CallSignalAddress (originating endpoint) (ARQ SrcCallSignalAddress or Setup SourceCallSignalAddress)
x
x
x




7. CallSignalAddress (terminating endpoint) (DestCallSignalAddress)
x
x
x
x
x
x

8. CallSignalAddress of  peer toward origin
na
x
x
x
x
x

9. CallSignalAddress  of peer toward terminating
x
x
x
x
x
na

10. DestExtraCallInfo
x
x
x
x
x
x

11. DestExtraCRV
x




x

12. remoteExtensionAddress
x
x
x

x
x

13. EndpointIdentifier 
o
o
o
t
t
t

14. CallType
o
o
o
o
o
o

15. CallModel
o
o
o
t
t
t

16. Bandwidth







17. CallReferenceValue (originating)
o
o
o




18. CallReferenceValue (terminating)



t
t
t

19. CallReferenceValue (between GK in GK-routed)

x


x


20. CallServices
x
x
x
x
x
x

21. ConferenceId
x
x
x
x
x
x

22. ConferenceGoal (?)
x




x

23. ActiveMC
x
x
x
x
x
x

24. AnswerCall (which end originated)
x
x
x
x
x
x

25. CanMapAlias 
o
o
o
t
t
t

26. CallIdentifier
x
x
x
x
x
x

27. SrcAlternatives
?
?
?




28. DestAlternatives
o
o
o




29. GatekeeperIdentifier
o
o
o
t
t
t

30. Tokens/CryptoTokens (list might vary)
x
x
x
x
x
x

31. TransportQOS (common or per-end?)
o
o
o
t
t
t

32. WillSupplyUUIEs 
o
o
o
t
t
t

33. AlertingTime (orig & term times vary small amount)
x
x


x
x

34. ConnectTime (orig & term times vary small amount)
x
x
BRQ?
BRQ?
x
x

35. StopTime or ReleaseCompleteTime (orig & term times vary small amount) or DRQ time
x
x
x
x
x
x

36. DisengageReason
o
o
o
t
t
t

37. ReleaseCompleteReason
x
x


x
x

38. Packet statistics (total counts, lost, etc)
o
new
new
new
new
t

39. H245Address of peer toward orig
na
x


x
x

40. H245Address of peer toward term
x
x


x
na

41. H245SecurityCapability of peer toward orig
na
x


x
x

42. H245SecurityMode of peer toward term
x
x


x
na

43. PresentationIndicator  of orig PSTN channel
x
x


x
x

44. PresentationIndicator of term PSTN channel
x
x


x
x

45. ScreeningIndicator of orig PSTN channel
x
x


x
x

46. ScreeningIndicator of term PSTN channel
x
x


x
x

47. Language
x
x


x
x

48. MaintainConnection of peer toward orig
na
x


x
x

49. MaintainConnection of peer toward term
x
x


x
na

50. ConnectionParameters 
x
x


x
x

51. AlertingAddress
x
x


x
x

52. TerminalCapability of orig endpoint
x
x


x
x

53. TerminalCapability of term endpoint
x
x


x
x

54. LogicalChannelParameters of orig endpoint (RTPAddr, codec, may be more than one channel)
x
x


x
x

55. LogicalChannelParameters of term endpoint (RTPAddr, codec, may be more than one channel)
x
x


x
x

56. H245Tunneling of peer toward orig
na
x


x
x

57. H245Tunneling of peer toward term
x
x


x
na

58. Master/slave
x
x


x
x

59. 







Issues

1. Since ReleaseComplete is not confirmed, it might be lost.  If side which sends RC then takes down TCP, other end might get TCP end without receiving RC.  How do we avoid its trying to reestablish call signaling?

