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Introduction

The MIB described in H.341 is rather extensive and detailed. While going through the description, one does not get the overall picture of the MIB.

This document represents the H.341 in E-R form.

1. Naming Hierarchy
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Figure 1 - Naming Hierarchy at the highest level.
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Figure 2 - Naming Hierarchy at h225CallSignalling
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Figure 3 - Naming Hierarchy at ras.

[image: image5.wmf]h323Terminal

h323TermSystem

h323TermCapability

h323TermControl

h323TermSystemTable

h323TerminalControlTable

h323TerminalCapsTable

h323TerminalMIBConfs


Figure 4 - Naming Hierarchy at h323Terminal
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Figure 5 - Naming Hierarchy at h323MC
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Figure 6 - Naming Hierarchy at h323MP
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Figure 7 - Naming Hierarchy at h323Gatekeeper
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Figure 8 - Naming Hierarchy at h245
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Figure 9 - Naming Hierarchy at h323Gw

2. Entity-Relationship Diagrams

The E-R Diagrams have been depicted for each section(i.e. h225CallSignalling, ras, h323Terminal) preceded by the naming hierarchy for that section. The conventions that have been used are :
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Figure 10– Conventions that have been used.

2.1 H255CallSignalling Section
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Figure 11 – h225CallSignalling Naming hierarchy

[image: image13.wmf]callSignalingMIBGroups

callSignalConfigGroup

callSignalStatsGroup

callSignalEventsGroup

connectionsGroup

{callSignalConfigMaxConnections,

callSignalConfigAvailableConnections,

callSignalConfigT303,

callSignalConfigT301,

callSignalConfigEnableNotifications}

{ callSignalStatsCallConnectionsIn,

callSignalStatsCallConnectionsOut,

callSignalStatsAlertingMsgsIn,

callSignalStatsAlertingMsgsOut,

callSignalStatsCallProceedingsIn,

callSignalStatsCallProceedingsOut,

callSignalStatsSetupMsgsIn,

callSignalStatsSetupMsgsOut,

callSignalStatsSetupAckMsgsIn,

callSignalStatsSetupAckMsgsOut,

callSignalStatsProgressMsgsIn,

callSignalStatsProgressMsgsOut,

callSignalStatsReleaseCompleteMsgsIn,

callSignalStatsReleaseCompleteMsgsOut,

callSignalStatsStatusMsgsIn,

callSignalStatsStatusMsgsOut,

callSignalStatsStatusInquiryMsgsIn,

callSignalStatsStatusInquiryMsgsOut,

callSignalStatsFacilityMsgsIn,

callSignalStatsFacilityMsgsOut,

callSignalStatsInfoMsgsIn,

callSignalStatsInfoMsgsOut,

callSignalStatsNotifyMsgsIn,

callSignalStatsNotifyMsgsOut,

callSignalStatsAverageCallDuration }

{ connectionsActiveConnections,

connectionsRole,

connectionsState,

connectionsDestTransporTAddressTag,

connectionsDestTransporTAddress,

connectionsDestAliasTag,

connectionsDestAlias,

connectionsSrcH245SigTransporTAddressTag,

connectionsSrcH245SigTransporTAddress,

connectionsDestH245SigTransporTAddressTag,

connectionsDestH245SigTransporTAddress,

connectionsConfId,

connectionsCalledPartyNumber,

connectionsDestXtraCallingNumber1,

connectionsDestXtraCallingNumber2,

connectionsDestXtraCallingNumber3,

connectionsDestXtraCallingNumber4,

connectionsDestXtraCallingNumber5,

connectionsFastCall,

connectionsSecurity,

connectionsH245Tunneling,

connectionsCanOverlapSend,

connectionsCRV,

connectionsCallType,

connectionsRemoteExtensionAddress,

connectionsExtraCRV1,

connectionsExtraCRV2

connectionsConnectionStartTime,

connectionsReleaseCompleteReason }

{ connectionsReleaseCompleteReason }

callSignalingMIBConformance

callSignalingMIBCompliance

{ callSignalConfigGroup,

callSignalStatsGroup,

connectionsGroup,

callSignalvents   }


Figure 12 – callSignallingMIBConformance Naming hierarchy
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Figure 13 - callSignalConfigTable
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Figure 14 - connectionsTable
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Figure 15 -callSignalEvents
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Figure 16 - callSignalStatsTable

3.2  RAS Section
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Figure 17 – Naming hierarchy of ras
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Figure 18 –rasMIBConformance Naming hierarchy
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Figure 19 - rasConfigurationTable
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Figure 20 - rasRegistrationAliasTable
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 Figure 21 – rasRegistrationRasAddressTable
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Figure 22 - rasRegistratioCallSignallingAddressTable
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Figure 23 - rasAdmissionTable
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Figure 24 - rasRegistrationTable

[image: image26.wmf]rasEvents

lastArjReason

lastArjRasAddressTag

lastArjRasAddress

admissionReject


Figure 25 – rasEvents

[image: image27.wmf]rasRegistrationTable

RasRegistrationTableEntry

c

rasRegistrationCallSignallingAddressTag,

rasRegistrationCallSignallingAddress,

rasRegistrationSrcRasAddressTag,

rasRegistrationSrcRasAddress,

rasRegistrationIsGatekeeper,

rasRegistrationGatekeeperId,

rasRegistrationEndpointId,

rasRegistrationEncryption,

rasRegistrationWillSupplyUUIE,

rasRegistrationIntegrityCheckValue,

rasRegistrationTableNumberOfAliases,

rasRegistrationTableRowStatus ,

rasRegistrationEndpointType,

rasRegistrationPregrantedARQ,

rasRegistrationIsregisteredByRRQ

 [ ifIndex,

rasRegistrationCallSignallingAddressTag,

rasRegistrationCallSignallingAddress,

rasRegistrationSrcRasAddressTag,

rasRegistrationSrcRasAddress ]

T

1

n


Figure 26 – rasRegistrationTable
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Figure 27 - rasStatsTable

3.3 h323Terminal Section
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Figure 28 – h323Terminal Naming hierarchy
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Figure 29 – h323MIBConf naming hierarchy
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Figure 30 – h323TermSystemTable
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Figure 31 – h323TerminalCapsTable
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Figure 32 – h323TerminalControlTable

3.4 h323MC Section
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Figure 33 – h323MC naming hierarchy
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Figure 34 – h323McMIBConformance naming hierarchy
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Figure 35 – h323McSystemTable
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Figure 36 – h323McConfigTable
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Figure 37 – h323McConferenceTable

3.5 H323MP Section
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Figure 38 – h323MP naming hierarchy
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Figure 39 – mpMIBConformance naming hierarchy
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Figure 40- h323MpConfigTable
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Figure 41 – h323MpConferenceTable
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Figure 42 – h323MpConferenceParticipantsTable

3. 6 H323Gatekeeper Section
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Figure 43 – h323Gatekeeper naming hierarchy
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Figure 44 – h323GatekeeperMIBConformance
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Figure 45 – h323ZoneTable
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Figure 46 – h323GatekeeperConfigurationTable
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Figure 47 – h323GatekeeperSystemTable
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Figure 48 – h323GatekeeperStatisticsTable

3.7 H245 Section
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Figure 49 – h245 naming hierarchy
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Figure 50 – h245MIBConformance naming hierarchy
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Figure 51 – h245ConfigurationTable
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Figure 52 – h245CapExchangeStatsTable
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Figure 53 – h245ControlStatsTable
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Figure 54 – h245CapExchangeStatsTable

[image: image56.wmf]h245LogChannelsSessionId

h245LogChannelsAssociateSessionId

h245LogChannelsMediaChannel

h245LogChannelsMediaGuaranteedDelivery

h245LogChannelsMediaControlChannel

h245LogChannelsMediaControlGuaranteedDelivery

h245LogChannelsSilenceSuppression

h245LogChannelsDestination

h245LogChannelsDynamicRTPPayloadType

h245LogChannelsH261aVideoPacketization

h245LogChannelsRTPPayloadDescriptor

h245LogChannelsRTPPayloadType

h245LogChannelsTransportCapability

h245LogChannelsRedundancyEncoding

h245LogChannelsSrcTerminalLabel

h245LogChannelsH225Table

H245LogChannelsH225TableEntry

c

[ ifIndex,

h245LogChannelsIndex  ]

T

1

n


Figure 55 – h245LogChannelsH225Table
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Figure 56 – h245LogChannelCloseLogicalTable
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Figure 57 – h245LogChannelOpenLogicalChannelTable
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Figure 58 – h245LogChannelsChannelTable
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Figure 59 – h245ConferenceTerminalTable

[image: image61.wmf][ Indexed on ifIndex ]

h245MiscRoundTripDelayTable

H245MiscRoundTripDelayTableEntry

c

T

h245MiscRTDState

h245MiscT105TimerExpired

h245MiscLastRTDRequestSent

h245MiscLastRTDRequestRcvd

h245MiscLastRTDResponseSent

h245MiscLastRTDResponseRcvd

[ ifIndex,

h245ControlChannelIndex ]

1

n


Figure 60 – h245MiscRoundTripDelayTable
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Figure 61 – h245ConferenceStatsTable
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Figure 62 – h245MiscMaintenanceLoopTable

3.8 H323Gw Section
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Figure 63 – h323Gw Naming hierarchy
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Figure 64 – h323GwMIBConformance Naming hierarchy
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Figure 65 – h323GwSystemTable
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Figure 66 – h323GwConfirationPstnTable
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Figure 67 – h323GwConfigurationTable
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Figure 68 – h323GwConfigurationH323Table
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Figure 69 – h323GwConfigurationH320Table
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Figure 70 – h323GwCapabilitiesH320Table
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Figure 71h323GwCapabilitiesH323Table
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Figure 72 – h323GwCapabilitiesPstnTable
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Figure 73 – h323GwConnectionsH320Table
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Figure 74 –h323GwConnectionsH323Table
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Figure 75 – h323GwConnectionsTable
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Figure 76 – h323GwCallsTable
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Figure 77 – h323GwStatisticsTable
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Figure 78 – h323GwConnectionsPstnTable
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Figure 79 – h323GwStatisticsH323Table
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Figure 80 – h323GwStatisticsH320Table
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Figure 81 – h323GwStatisticsPstnTable
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Figure 82 – h323GwNotifications
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