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1 Introduction

The current version of H.245 provides a method of transferring user’s keystrokes based on UserInputIndication message. Modern terminal devices are equipped with keypads containing keys, which cannot be expressed using current syntax of the UserInputIndication message. This contribution proposes extension to UserInputIndication message allowing indication of the navigation key stroke.
2 Discussion
This proposal defined a way of indicating the navigation key stroke. The navigation keys are the keys used to navigate maps, menus, etc. These set of key specifically includes: Right, Left, Up, Down, OK, Menu, and Escape. 
2.1 Signalling in H.245
The capability to support the “navigation keys” feature is indicated by including the Navigation Keys capability identifier defined in clause ‎2.1.1 in the TerminalCapabilitySet message. 

To indicate the navigation key stroke the Navigation Keys OID and the Key parameter shall be included in the UserInputIndication message. The Navigation Keys OID defined in clause ‎2.1.1 shall be specified in the standard form of the messageIdentifier subfield in the genericInformation field of the userInputIndication H.245 message. The messageContent subfield of the same genericInformation field shall include the Key parameter as defined in clause ‎2.1.2.  
2.1.1 Generic Capability definition 
	Capability name
	Navigation Keys

	Capability class
	Data capability

	Capability identifier type
	Standard

	Capability identifier value
	{itu-t (0) recommendation (0) h (8) 245 generic-capabilities(1) user-input(5) navigation-key(TBD)}

	maxBitRate
	This field shall not be included.

	NonCollapsingRaw
	This field shall not be included.

	Transport
	This field shall not be included.


Table 1 :  “Navigation Key” capability
2.1.2 Key parameter definition

	Parameter name
	Key

	Parameter description
	This parameter indicates which navigation key has been pressed on the terminal keypad. 
The value of the parameter specifies the key:
Value of 1 – Right

Value of 2 – Left

Value of 3 – Up

Value of 4 – Down

Value of 5 – OK

Value of 6 – Menu

Value of 7 – Escape

	Parameter identifier value
	1

	Parameter status
	Mandatory.

	Parameter type
	unsignedMin.

	Supersedes
	None


Table 2 :  “Key” parameter
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